
Fab Tec has been manufacturing “Quality Equipment Built Tough”  since 1988 with 

the Fab Tec Pro Screen - the Older Brother of the Mighty Mite. 

The Fab Tec Pro Mighty Mite Portable Screening plant puts that experience and 

reputation into a cost effective and compact package ready to do what you need 

from the get-go. 
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Self Contained Honda Gen-set: 
 20 hp Honda engine. 

 Industrial 460v, 11 kW generator. 

 10 gal fuel tank 

 12v battery & battery box 

    Mounted in self-leveling fashion  

 

Pro Mighty Mite Standard Features  
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2 1/2 C.Y. Hopper: 
 Large spill wings 

 Grizzly screen with adjustable incline. 

 Feed gate with adjustable weights. 

 

OLI MVE 2900 Vibrating Screen Motor: 
 Adjustable vibration amplitude  

 Weather proof 

 

Towing Package: 
 Heavy duty Pintle hitch  

 Brakes & Lights hook-up 

 

High Torque Conveyor Drive: 
 7 1/2 HP TEFC Motor 

 Falk shaft mount reducer 

 Vee belt drive 

 



Mighty Mite Miner Screen Features 

 Fully adjustable screen incline for fine tuning 

material screening. 

 4 bar wash system with 1 ½”  gate valves for 

individual  control on manifold. 

 Side tension screen deck  for versatility in 

screen  application. 

 Airbag suspension for smooth, adjustable 

screening action. 

 Hose bib for general cleanup . 

 Auxiliary outlet with gate valve. 

 Sluice box hangers for optional sluice box. 

 Heavy duty 3” water inlet with quik-

disconnect. 

Optional upgrades that will transform your Might 

Mite Screen plant into the complete mining package. 
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8’ sluice box: 
 Adjusting chain for infinite angle adjustment 

 Bolt-in expanded metal riffles  

 


